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TFA 30
TFA 30, is a tin free erodible anti-fouling paint with self-polishing action in service and long protection
 against marine organisms.
The specific vehicle composition provides a unique hydration mechanism during operation, resulting 
in long lasting anti-fouling performance.

TECHNICAL DATA
Type : Tin free anti-fouling paint

Recommended Use : Anti-fouling paint for ship's bottom
Colour : Red , Blue, Red brown , Silver white , Black , Light Blue

Flash Point : 27°C
VOC : 452 [g/litre] EPA Method-24

Solid by Volume : 55.0 ± 2%
Coverage (Theoretical) : 0.07 - 0.09 ; 13.7 - 11.0 m2/l

Wet Film Thickness : 2.92 - 3.64 ; 73 - 91 microns
Dry Film Thickness : 1.60 - 2.00 ; 40 - 50 microns

Drying Time : Temperature 20°C 30°C 40°C
(at D.F.T. 50 microns) : Surface Dry 15 mins.

: Hard Dry 2 hrs.
Painting Interval : Minimum 2 hrs.

(at D.F.T. 50 microns) : Maximum -
Dry to launch : Minimum 10 hrs.

Thinner : CMP-11
Method of Application : Airless spray , Roller , Brush

Conditions of Application : Temperature Minimum  10°C
Humidity Maximum 85% RH
For Airless spray :
Tip No. GRACO 619 , 625
Paint output pressure 11.7 - 14.7 MPa.
Viscosity 90 sec. (Ford Cup No.4)
Thinning 0 - 15% by volume

Preceding coats : Silvax SQ , Silvax SQ-K , Ravax AC-HB ,
Epicon Undercoat , Bannoh 500R , Bannoh 1500 SZ , etc.

Subsequent coats : -
Packaging : One pack product  ;  3.785 Litres / Gallon , 18.925 Litres / Drum.

Shelf life at 25°C :  In unopened container  18 months 

Notes: There is a risk of anti fouling becoming fouled when ships are stationary for three consecutive 
weeks or more , particularly in areas with a kigh risk of fouling.
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ทีเอฟเอ-30
ทีเอฟเอ - 30 เปนสีกันเพรียงประเภทขัดผิวตัวเองที่ปราศจากสวนผสมของดีบุก (Tin Free) ทําใหไมมีผลกระทบตอ
ส่ิงแวดลอมมีสวนผสมของสารใหความคงทนและสารปองกันการเกาะจับของตัวเพรียงอยูในปริมาณมาก  จึงปองกัน
การเกาะจับของตัวเพรียงไดนานกวา ทั้งน้ืยังมีคุณสมบัติใชงานงายสามารถทาทับสีกันเพรียงเกาไดทุกประเภท
จึงเหมาะกับงานใหมและงานซอมไดอยางดี

ขอมูลทางเทคนิค
ชนิด : สีกันเพรียง ปราศจากสวนผสมสารดีบุก

การใชงาน : ใชเปนสีกันเพรียง ใตแนวนํ้า
สี : แดง , นํ้าเงิน , นํ้าตาลอมแดง , ซิลเวอรไวท , ดํา , ฟา

จุดวาบไฟ : 23.5 องศาเซลเซียส
ปริมาณสารอินทรียระเหย : 452 [กรัม/ลิตร]

เน้ือสีโดยปริมาตร : 55.0 ± 2%
การปกคลุมพื้นผิวโดยทฤษฏี : 0.07 - 0.09 ลิตร / ต.ร.ม. : 13.8 - 11.0 ต.ร.ม. / ลิตร

ความหนาฟลมเม่ือเปยก : 2.91 - 3.64 : 73 - 91 ไมครอน
ความหนาฟลมเม่ือแหง : 1.60 - 2.00 : 40 - 50 ไมครอน

ระยะเวลาแหง : อุณหภูมิ 10°C 20°C 30°C 40°C
ที่ความหนา 50 ไมครอน : แหงผิว 2 ช่ัวโมง 1 ช่ัวโมง 30 นาที 15 นาที

: แหงแข็ง 5 ช่ัวโมง 4 ช่ัวโมง. 3 ช่ัวโมง 2 ช่ัวโมง
ระยะเวลาแหงกอนทาสีทับ : อยางนอย 5 ช่ัวโมง 4 ช่ัวโมง 3 ช่ัวโมง 2 ช่ัวโมง

ที่ความหนา 50 ไมครอน : อยางมาก - - - -
ระยะเวลาแหงกอนลงนํ้า : อยางนอย 18 ช่ัวโมง 12 ช่ัวโมง 10 ช่ัวโมง 10 ช่ัวโมง
ที่ความหนา 50 ไมครอน : อยางมาก - - - -

ทินเนอร : CMP-11
วิธีใชงาน : เครื่องพนไรอากาศ , แปรง , ลูกกลิ้ง

ขอแนะนําการปฎิบัติงาน : อุณหภูมิ อยางนอย 10 องศาเซลเซียส
ความช้ืนสัมพัทธ อยางมาก 85%
สําหรับเครื่องพนไรอากาศ  
ขนาดหัวพนกราโค 619 , 625
ความดันที่เครื่องพน 11.7 - 14.7 เมกาปาสกาล
ความหนืด 90  วินาที (ถวยฟอรด เบอร 4)
การเจือจาง 0 - 15 % โดยปริมาตร

สีช้ันกอนทาสีน้ี : ซิลแวกซ เอสคิว, ซิลแวกซ เอสคิว-เค, ราแวกซ เอซี-เอชบี, อิพิคอน อันเดอรโคท
แบนนอร 500 อาร, แบนนอร 1500 เอสแซด อื่นๆตามที่ระบุในระบบสี

ทาทับดวยสี : -
ประเภทการบรรจุ : สีสวนเดียว ขนาดบรรจุ 3.785 ลิตร/แกลลอน , 18.925 ลิตร/ถัง

อายุการเก็บที่ 25°C : 18 เดือน ภายในภาชนะที่ไมถูกเปด
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